
CALIFORNIA REGIONAL WATER QUALITY CONTROL BOARD
SAN FRANCISCO BAY REGION

ORDER No. 88 - 115

NPDES NO. CA0029416

WASTE DISCHARGE REQUIREMENTS FOR:

SAFETY-KLEEN CORPORATION

FOR THEIR FORMER FACILITY AT:

3461 WOODWARD AVENUE
SANTA CLARA
SANTA CLARA COUNTY

The California Regional Water Quality Control Board, San Francisco
Bay Region, (hereinafter called the Board) finds that:

1. site Cleanup Requirements were adopted for Safety-Kleen
Corporation, a former operater of the site, and John
Bertolotti, the property owner, in March 1987. Safety-Kleen,
hereinafter referred to as the discharger, has applied for a
National Pollutant Discharge Elimination System (NPDES) permit
to discharge waste as part of their interim remediation system.

2. The discharger, a national solvent supplier and reclaimer,
operated a service facility at the site from 1977 until they
vacated the property in 1984. The site occupies approximately
one-third of an acre and is located about one-half mile west of
the Guadalupe River.

3. Subsurface investigations indicated that soil and groundwater is
polluted at the site from spillage of spent solvents into a
fill pipe which led to a 15,000 gallon underground storage tank
and from spillage near this spent solvent tank and a 15,000
gallon clean solvent tank. Clean and spent solvent consisted
primarily of mineral spirits (petroleum naptha) with less than
one percent light aromatic hydrocarbons, toluene,
perchloroethene, 1,1,1 trichloroethane, trichloroethene and
methylene chloride.

4. From the results of one deeper monitoring well (screened from
39-44 feet below ground surface), groundwater pollution at
the site is limited to the uppermost aquifer located between 12­
25 feet below ground surface. A shallow zone extraction well
(RW-1), screened from 8-28 feet below ground surface, was
installed in October 1987. Based on calculations from a 24 hour
pump test with RW-1 pumping at five gallons per minute, and a
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